CNP TYPE A NON-METALLIC CONDUIT

LFNC SEALTITE® CNP (TYPE A) SPECIFICATIONS
NON-METALLIC FLEXIBLE CONDUIT Smooth inner wall PVC core covered with a nylon fiber

braid bonded to a smooth, oil resistant, PVC cover
Color: Orange or Gray

Temperature range: -4°F to +140°F (-20°C to +60°C)
UV (sunlight) resistant, Flame retardant

Oil resistant
AR - UL 1660 Approved DXOQ.E75863
DESCRIPTION - CSA Approved #LL15275-10
Non-metallic Type A liquid tight conduit - NEC Article 356, NFPA 78 (2021 Edition)

Section 13.5.4 LFNC and NFPA 130 (2023 Edition)

Great for constantly flexing applications
Section 8.6.74 LFNC

Good for abrasion and where physical abuse may

exist
Standard in orange APPUCAT'_ONS L . : :
Also available in Gray - Automotive applications requiring continuous flexing

Food machine applications where non-metallic and

Uses Type A Connector only e e
exing require

COMPLIANT WITH NEC ARTICLES
300.22 (D) Information Technology Equipment

Suitable for hazardous locations per NEC Articles See: www.ul.com www.csa-interntional.org
50110 (B) (2) Class I Div. 2 . www.nfpa.org www.naed.org www.nema.org
50210 (A) (2) and (B) (2) Class Il Div.1& 2 www.anacondasealtite.com

50310 (A) (3) and (B) Class lll Div. 1& 2
356 Liquid tight Flexible Nonmetal Conduit (LFNC-A)
645.5 (E) (2) Under raised floors
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IP 66/67 with approved fittings
ANAMET Electrical, Inc. A
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